From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: Kevin Pease <hamradio@mm1001.theporch.com> 

Subject: Re: 6C4 and Others? 

Message-ID: <Pine.LNX.3.91.960128090206.6528A-100000@mm1001.theporch. com> 


Hi Mike long time no see/hear. 


On the topic of 12k7 in 6k7 socket. I tried a 12k8 in place of a 6k8 and 
had no luck at all. THe tube never warmed up enough to oscilate. Also the 
12h6 inplace of 6h6 doesn't surprise me since those are usually anl or 
detectors which don't require much conduction. 


Kevin Pease 
WBOJZG Mount Juliet, TN. 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: w7ni@teleport.com (Stan Griffiths) 

Subject: Re: A 30L-1 story 

Message-ID: <199601281158.DAA12879@desiree.teleport.com> 


>UU>I was burned on this one. Not only did I expend a lot of effort (and 


>UU>money) that was unnecessary, but the supplier -- who for the moment 
>UU>will remain unnamed -- has refused to give me credit on the tubes 
>UU>because I held them more than 90 days. 

> 

>Stan, W6TJIS 

> 

> 


>Name the supplier. 
>There is no reason for another person to get cheated. 
>If the story is factual there is no libel. 


>/--Burt Fisher K10IK 


BE CAREFUL. Have you ever heard of "defamation of character"? People get 
sued for this all the time and it has little or nothing to do with "the 
truth". Everyone has established a "character" which may or may not 
truthfully represent the person. If you do something to destroy this 
established "character", you have defamed this person. That is grounds for 
a lawsuit against you. After the trial outcomes I have seen in the last 
couple of years, I would not bet 2 cents on a favorable outcome regardless 
of how true everything you said was. I wish I could agree with Burt that 
the truth will not hurt you, but I can't . 


Stan W7NI@teleport.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: kloik@ccsnet.com 

Subject: Re: A 30L-1 story 

Message-ID: <TCPSMTP.16.1.28.11.39.44.2644608140 .3094381@ccsnet.com> 


UU>>UU>I was burned on this one. Not only did I expend a lot of effort (and 


UU>>UU>money) that was unnecessary, but the supplier -- who for the moment 
UU>>UU>will remain unnamed -- has refused to give me credit on the tubes 
UU>>UU>because I held them more than 90 days. 

UU>> 

UU>>Stan, W6TIS 

UU>> 

UU>> 


UU>>Name the supplier. 
UU>>There is no reason for another person to get cheated. 
UU>>If the story is factual there is no libel. 


UU>>/--Burt Fisher K10IK 


UU>BE CAREFUL. Have you ever heard of "defamation of character"? People get 
UU>sued for this all the time and it has little or nothing to do with "the 
UU>truth". Everyone has established a "character" which may or may not 
UU>truthfully represent the person. If you do something to destroy this 
UU>established "character", you have defamed this person. That is grounds for 
UU>a lawsuit against you. After the trial outcomes I have seen in the last 
UU>couple of years, I would not bet 2 cents on a favorable outcome regardless 
UU>of how true everything you said was. I wish I could agree with Burt that 
UU>the truth will not hurt you, but I can't . 


UU>Stan W7NI@teleport.com 


You cannot defame by saying the truth. For example if I say BA 
Electronics sent me old tubes as new tubes and I have the proof, I am 
not defaming a "character" that company defamed itself. 


I thought BA hams were different and had a real espirit de corp and no 
one would push them around. If someone is screwing your friends, do not 
be afraid to have courage. 

I defame ham radio all the time, no one ever sued me. 


The problem with many packet posters is they really do defame by calling 
them (companies) liars, cheats etc. If you state true facts and leave 
the opinion out of it you are OK. In other words don't say "BA 


Electronics "cheated me." Just say what they did, let the reader come to 
an opinion. 


BA people are smart, intelligent and interesting and hopefully they 
stand TOGETHER! 


Now back to those 250 TH or 4-400A 


Burt Fisher 
K101K 


http: //www.ccsnet.com 
telnet: //ccsnet.com 
Cape Cod's Internet Address 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Henry van Cleef <vancleef@bga.com> 

Subject: Re: AGC "rails" 

Message-ID: <199601280644.AAA14250@zoom.bga.com> 


As DUBY TODD said 
Terry wrote: 


> I took a look at the AGC on the scope and could see low frequency 
>audio on the AGC rail...... (rest deleted for brevity) 


Pardon my impertinence, but boatanchors don't have rails (except for the 
ones used to slide ‘em out of their cabinets). Boatanchors have busses (or 
is it buses?) :-) 


VV VV VV VV VV 


>From my perspective, as a dyed-in-the-wool true mid-American, "rail" 
and "bus" are interchangeable in US usage. Whether it is more common 
among British (or even Canadians) or with power people, I'm not sure. 
Certainly, I use the term often enough, and don't notice when someone 
else uses it. 


The gizzies used on rackmount setups so that you could pull the box out 
of the rack and have it supported I've always called "slides." 


I specifically used the term "AVC" rather than "AGC" to denote the 
classic circuit used in radio receivers in the thirties and forties. 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Hank van Cleef vancleef@bga.com vancleef@tmn.com 
KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KK KKK KKK KKK KKK KEKE KEKE KKK 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Bill Meara <w.meara@server1.codetel.net.do> 
Subject: appliance ops, clocks, Q mults 

Message-ID: <9601281230.AA29225@server1.codetel.net.do> 


At 12:51 PM 1/26/96 -0600, you wrote: 

Kinda 
>looks like someone shot the poor HQ-100 right between the eyes. The 
>receiver doesn't work too well. Haven't gotten around to really working on 
>it yet, though. Seems like I remember one of the controls on the right hand 
>side (maybe the Q-multiplier) has BFO labeled in the full CW position, so 
>I'm puzzled about the need for the BFO mod. Anyway, the clock will provide 
>motivation (or maybe an excuse) to work on the HQ-100. 
> 


Bill: I think the idea behind including the BFO in the HQ-100 was this: 
with the BFO, you could take advantage of the steep "preoscillation" skirts 
of the Q-multiplier stage (without actually driving it into oscillation). I 
went back to some of the old ARRL handbooks ant they pointed out that with a 
Q multiplier you could use it at a BFO or as an IF selectivity element, but 
not both. 


Bill 


73 de N2CQR/HI8 
"HOME OF THE ONLY WORKING HT-37 IN THE ENTIRE DOMINICAN REPUBLIC" 
74537 .1100@compuserve.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: dma@IslandNet.com (Jan Skirrow) 

Subject: ART-13 

Message-ID: <m0tgg02-0005ZqC@island.amtsgi.bc.ca> 


An ART-13 followed me home recently. Well, actually, it was so darned heavy 
both of us almost didn't make it home at all. It is an awesome heavy beast - 


especially for something meant to fly. 


It's dirty, and dinged, but seems complete and unmodified. I have the manual 


and will shortly begin cleaning, testing and restoring. But I know nothing 
of the problems of putting one of these things back on the air, and would 
appreciate leads as to articles that might help, or advice from those who 
have gone before! I have no matching connectors for the various external 
connections, do have a remote control box for it, and will have to build a 
supply. I have yet to find a suitable HV transformer, but do have the rest 
of the parts, and a DC low voltage supply that should work. 


Thanks in advance 


Jan Skirrow, VE7DIX 
dma@islandnet.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: "Christopher A. Bowne" <radiobwn@q.continuum.net> 
Subject: RE: ART-13 

Message-ID: <199601290215.VAAQ5020@q. continuum. net> 


Jan Skirow wrote: 


An ART-13 followed me home recently. Well, actually, it was so darned heavyboth of 
us almost didn't make it home at all. It is an awesome heavy beast - especially 
for something meant to fly. 


I have no matching connectors for the various external 

connections, do have a remote control box for it, and will have to build a 
supply. I have yet to find a suitable HV transformer, but do have the rest 
of the parts, and a DC low voltage supply that should work. 


The quickest, and purest way to get it on the air is to power it with a DY-17A 
dynamotor from 28v DC. I run my ART-13, and several other pieces of military 
radio gear, with a pair of deep cycle marine batteries connected in series, 

which are kept charged by a simple full wave rectifier/capacitor filter power 
supply fed by a large variac. I meter power supply output voltage and current, 
and set the current to be equal to, or a few amps above, the radio's standby 
current (about 10 amps for the ART-13). On transmit, and on dynamotor 

startup, the excess current is drawn out of the batteries. On long transmissions, 
I can crank up the variac to put more load on the supply, and take less out of the 
battery. (One could add an automotive style zero 

center ammeter in series with the batteries to allow fine tuning 

the battery charging/discharge rate). 


Now here's the good news - Robert Downs, WAS5CAB, and a subscriber 

here on BA, should be able to fix you up with a NOS DY-17A and also the 
connectors. If you can't get the connectors, make up a harness using small 
diameter brass tubing, or electrical in line crimp barrel connectors to mate 


with the male pins on the one connector on the radio you need to connect 

to. The DY-17A connectors are a little harder, as they are female on the unit. You 
can use lugged leads bolted on terminals inside the control box, "upstream" of 
their terminations at the panel connector. 


If you have a manual, and I assume the schematics, it shouldn't be too hard to 
"nuke" out the wiring. The schematics I have include the dynamotor and 

the interconnecting wiring on the drawing. I run mine without the remote 
control, with only one cable harness between the DY-17 and the ART-13. 

Operating it on 28V DC permits full function of the Autotune, which is the most 
fascinating aspect of the sets operation. The whine of the dynamotor 

in your audio also adds character to your transmissions! By careful positioning 
of the dynamotor you can get a nice breeze from its fan over your feet or face. 


If you do go the AC power supply route, ensure you interlock it so that 
you don't put screen voltage on the 813 final without the high voltage 
being present also! 


There were several articles written in the late 40s and the 50s about putting 
these beauties on the air. (Surplus Radio Conversion Manuals, CQ Magazine Surplus 
Anthologies, etc.) If you can't come up with these locally, let me know and I'll 
lend you mine. 


13% 


Chris Bowne, AJ1G 
Stonington, CT 


radiobwn@q. continuum. net 
AMI No. 211 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: "basalop" <basalop@eskimo.com> 

Subject: ART-13 (KB8WYN) 

Message-ID: <199601282039.MAA24112@mail.eskimo.com> 


Hello Art, 
Thanks so much for the reply. I think this is going to be great for 


getting information to others and info we need about our various 
pieces of gear. 


Years ago I bought an ART-13 that also had a homebrew power supply. 
The supply provided the DC required to run the autotune circuits and 
all. The radio was in original condition. Boy was it neat to watch 
run. Just to see all those knobs turn as the unit select the preset 
QRG was a thrill. I wish I had the rig now. I found a fella who was 
a friend of a fella who made them, and other radios, available to 
aircraft restorers. Hopefully it found a good home. 


What I only recently discovered was that the BC-375 was also used in 
the B-17. I did not know that. I assumed it was replaced by the 
ART-13 by the time the B-17 went into production and the 375 was used 
in the early part of the war in the B-25. Somewhere in there the 
ARC-5 series of radios went into use. These were superior to the 375 
series and associated receiver. If you have dates as to when this 
all actually took place pass me the info. 


Anyhow, the ART-13 is a thrill to watch run and to operate. It isa 
darn good radio and from what I recall there is not a darn thing you 


have to much do to it except read the op manual and enjoy. 


73 Jim K7SLI (basalop@eskimo.comO 


> Date: Sun, 28 Jan 1996 11:32:44 -0500 (EST) 

> To: basalop@eskimo.com 

> From: aevang@cris.com (alevangelista) 

> Subject: Re: BC-375 and Hello BA fans 

> Jim, Welcome - I found this group a few months ago and also feel 

> right at home. I grew up playing with this stuff but did not get 

> my ticket until last year (age 38). This is a great group with lots 

> of experience and friendly advice and assistance to offer. I am mostly 
> in "listen and learn" mode presently. ..Have recently purchased a pair 
> of ART-13 transmitters and hope to be on the air in a few months. 

> 

> 73, Al Evangelista (KB8WYN) aevang@cris.com 

> 

> 

> 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: Brien Pepperdine <pepperb@gov.on.ca> 

Subject: Attack of the not so giant 6C4 (fwd) 

Message-ID: <Pine.OSF.3.90.960128215904 .6221A-100000@govonca2.gov.on.ca> 


Hmmm- well, the hmmmm of my HQ170A is mostly gone at this point, thanks 
to a replacement tubular capacitor (used) - my attempt to filter the p.s. 
better 

with individual capacitors (new) failed, most likely due to errors on my 
part, 

and I will try it again later on to eliminate the tubular altogether once 
I have studied this some more and thought about it. Not so urgent really, 
so I'd rather apply Zen and the Art of Boatanchor Pondering, and do it 
when I go back with an oscilloscope and track down where the bit of 
crackling in the audio is coming from. Trace the audio of a constant 
generator freq. I guess and look for the stage where the 'noise' enters the 
waveform, then check the caps. and resistors. Trial and error learning. 
My first venture into this level of restoration/repair/improvment. 


But... upon elimination of the hum (mostly) when the radio came back to 
‘life' at the fellow's place who had the tubular for me, when we turned 
it back on all could be received was 40m. Wow. I know for certain it 
heard all the bands BEFORE we did this, doctor. 


Well, I've been THIS route before - when I got the thing it did not hear 
80 and 160 m., due the the 6C4 not doing its job is the HF oscillator for 
the double conversion reception (triple conv. on all the rest of the bands). 


I had a couple used 6C4 tubes that tested OK, so slipped on in, and all 
came back. Go figure why it heard 40, and no other bands before. 
Those 6C4 tubes are rascals. 


Brien 
Toronto 


pepperb@gov.on.ca 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: AVC/AGC 

Message-ID: <Pine.ULT.3.91.960128165517 .26025B-100000@admin. aurora. edu> 


On Sat, 27 Jan 1996 Michael.J.Knudsen@att.com wrote: 


Yet another "final" xmsn -- Hank is right about local oscillators that 
change freq with AVC voltage. CW note wanders around as you play 

with the RF gain, and SSB is impossible with AVC on. I've even used 
the RF gain to fine-tune SSB signals on a set I won't name. 


VVV VV 


I have this problem with my HRO-M but only on he highest coil range 
(14-30MC). In fact, the manual warns of this when aligning the receiver, 
and it was a problem. I have added a regulator to the local osc stage and 
the mixer, and the mixer is not tied to the AVC. Anyone have any ideas 
how to cure this problem? 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: jschwart@ix.netcom.com (John Schwartzberg) 
Subject: Re: BA spotting: National 125 w/speaker 
Message-ID: <199601281739.JAA27003@1ix12.ix.netcom.com> 


At 07:10 PM 1/27/96 -0600, Brian High wrote: 


>I just saw a National 125 with matching speaker for sale 
>in a small Seattle shop for $80. 


I believe that the NC-125 was a low end ham receiver. I have one that I do 
use on the air on occasion, especially on 75 meter AM phone. The 
selectivity is not great, but mine is very sensitive. The stability is at 
best fair, but I can find the right station after moving frequency. The 
performance drops off above 15 Mc. 


For some price guidance, I bought mine dead dead dead in poor cosmetic 
condition for about $40. It took a little work, but plays fine now. I've 
spoken with other folks about prices/values, and your price seems to me to 
be quite fair since it includes the matching speaker, if in fact it is in 
working condition. BTW, the IF signal does come out on the 8 pin accessory 
plug on the back, but someone may have added the IF Out signal on a BNC for 
the sake of convenience. 


Sounds like just the right application for the NC-125. 
73, 
John 


jschwart@ix.netcom.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: "basalop" <basalop@eskimo.com> 

Subject: BC-375 and Hello BA fans 

Message-ID: <199601280612.WAA10652@mail.eskimo.com> 


Hello Boatanchor Fans, 
Hello Boatanchor Bob, 


Just recently aquired Internet access. After many hours of slogging 
thru garbage I came upon BOATANCHORS and found myself a home. 
Have drained all the files from the archive. 


After many years of putting up with rice boxes and all their 
drawbacks I felt I needed to get back to the reality of REAL RADIO. 
Something I always wanted ever since I was a Novice (1962) was to see 
and hear what a BC-375 sounded like both operating and on the air. I 
found one in nice shape with a tuning unit for $38. Found the rest 
of the tuning units for $15 each. I am in Ham Heaven! Reading 
what Bob NA4G has to say about the rig has gotten me even more 
excited. 


I have those old CQ conversion manuals. Shall we say more bad 
inforamation then one can imagine in one book along with how to screw 
up perfectly good working radios. Have you seen the one on the so 
called conversiion of the 375? It has me scratching my head to even 
why they made such a fuss of screwing up a radio that probably worked 
"ok". I will give them credit for the power supply they suggested. 
It should be good and stiff. What the 375 needs. 


I have made "changeover relays" using FET's for rigs. That way, with 
the addition of a keying relay I can chug along at 35 wpm QSK. I 
assumed I would have to do this with the 375, but reading what Bob 
has to say, the relay in the 375 just might be able to do the job. 
My first plan was just to lock it down and use a high speed keying 
relay slipped in the circuit. 


I have all the parts for the power supply, including the swinger, but 
I still need filter caps and a bleeder. 


Enough for now. I will send this on it's way and see what happens. 


73 Jim (basalop@eskimo.com) 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: billo@nti.net (Bill Wilson) 
Subject: RE:Brief hamfest report/R-274D 


Message-ID: <19960128222941999 .. AAA225@LOCALNAME> 
Dennis Gibbs wrote: 


>Hallicrafters SX-73/R-274D - $350 

snip 
>I would have made an offer, but the main tuning knob felt very stiff. I 
>verified that the tuning lock was fully released. This is certainly easy to do 
>on an SX-73 since the mechanism is external. The tuning lock was not the 
>problem. I asked if I could look inside, but the owner said it would be too 
>much hassle. 


Sound like the gears and bearings were either nearly frozen or one of 
those U.S. Army thermite slabs got too close to it. Every SX-73/R-274D I 
have used the tuning is very easy, similar to a sp-600. The other problem 
could have been the tuning caps were bent/dirty. To look inside the radio 
as a buyer is a must because it is filled with odd parts. The seller 
obviously had a "fleaspeak" dictionary...hassle translates to "the recent 
fire and the black smoke may spurn prospective buyers". 


>If there was some sort of damage inside, it would be next to impossible to 
find >replacement parts. I decided I'd better pass. 


Parts for these sets are rare and it is not like you can order some from 
Fair Radio. I talked with a collector today, Dave Mason, who said that 
there were four different order numbers of the sets. A total of around 4000 
R274/R274D were made. How many of those were SX-73s he does not know. A 
number of the sets were sold as SX-73 not R-274, they had a faceplate which 
looked different and might have had a different numbering system. BIW, 
Dave, has about 10 original new R274 manuals left for sale, check ER for his ad. 
I would have passed too, wise move. 


73 
Bill 
AC4LC 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: billo@nti.net (Bill Wilson) 

Subject: RE: Brief hamfest report/R-274D 

Message-ID: <19960128235453459 . AAA207@LOCALNAME> 


Dennis Gibbs wrote: 


>Hallicrafters SX-73/R-274D - $350 


snip 
I would have made an offer, but the main tuning knob felt very stiff. I 
>verified that the tuning lock was fully released. This is certainly easy to 
>do on an SX-73 since the mechanism is external. The tuning lock was not the 
>problem. I asked if I could look inside, but the owner said it would be too 
>much hassle. 


Sound like the gears and bearings were either nearly frozen or one of 
those U.S. Army thermite slabs got too close to it. Every SX-73/R-274D I 
have used the tuning is very smooth, similar to a sp-600. The other problem 
could have been the tuning caps were bent/dirty. To look inside the radio 
as a buyer is a must because it is filled with odd parts. The seller 
obviously had a "fleaspeak" dictionary...hassle translates to "the recent 
fire and the black smoke may spurn prospective buyers". 


>If there was some sort of damage inside, it would be next to impossible to 
find >replacement parts. I decided I'd better pass. 


Parts for these sets are rare and it is not like you can order some from 
Fair Radio. I talked with a collector today, Dave Mason, who said that 
there were four different order numbers of the sets. A total of around 4000 
R274/R274D were made. How many of those were SX-73s he does not know. A 
number of the sets were sold as SX-73 not R-274, they had a faceplate which 
looked different and might have had a different numbering system. BTW, 
Dave, has about 10 original new R274 manuals left for sale, check ER for his ad. 
I would have passed too, wise move. 


73 
Bill 
AC4LC 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: "R. Dennis Gibbs" <dgibbs@rational.com> 

Subject: Brief hamfest report: Odenton, MD 

Message-ID: <Chameleon.4.01.960128134708.dgibbs@> 


Greetings all, 


This morning I went to the Maryland Mobileers Amateur Radio Club 
Post Holiday Swapfest and Fleamarket in Odenton, MD. Odenton is 
about halfway between Washington, DC and Baltimore. 


This is a VERY small fest. It is held inside a volunteer fire hall. I 
didn't take any notes, but there wasn't much there. The following 
did catch my eye, though: 


Hallicrafters SX-73/R-274D - $350. To begin with, there aren't 

many of these around. But this unit came with matching tabletop 
shock-resistant cabinet, also made by Hallicrafters. Very rare! 

I would have made an offer, but the main tuning knob felt very stiff. 
I verified that the tuning lock was fully released. This is certainly 
easy to do on an SX-73 since the mechanism is external. The 

tuning lock was not the problem. I asked if I could look inside, but 
the owner said it would be too much hassle. If there was some sort 

of damage inside, it would be next to impossible to find replacement 
parts. I decided I'd better pass. 


I also saw a Hallicrafters SX-28, price unknown, in only fair 
condition outside the building. Some of the tubes were missing. 
I also saw some Drake equipment as well. 


And that was IT as far as boatanchors go! This fest ended up 
being smaller than the events I usually attend, but since I haven't 
been to a hamfest since October, I had to go. :-) 


Dennis Gibbs 
dgibbs@rational.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: hagelin@magi.com (Richard Brisson) 

Subject: Bulbs In German Code Gear 

Message-ID: <199601282209 .RAAQ5869@infoweb.magi.com> 


As I am sure most of you know, some German gear used screw-in bulbs 

in their crypto such as the Enigma. The unusual thing about them is that 

the bulb head is flatter more than round. I would estimate that the glass 
portion is about 3/16 of an inch high with the lower half of the glass being 
frosted. On the metal screw housing portion, you observe "Durlux 3.5V 2A" 
stamped on it. Was/is Durlux German ? 


There are only 3 of the 27 bulbs (26 + 1 spare) which are flat headed 
as above and even then I am not certain they are original. 


In any event, I would entertain purchasing 3 dozen of 3.5v flat head 
bulbs if I knew of a supplier/manufacturer. 


Any, any, any advice or direction would be most appreciated. 


Richard. 


Collector of Crypto and IFF Gear 
and almost anything with rotors or A,B,C,D,E,...,X,Y,Z on it ! 
HAGELIN GRETAG HEBERN KLEINSCHMIDT ENIGMA KRYHA GEHEIMSCHRIBER 
M-209 ROCKEX TYPEX CRYPTO AG TELETYPE Corp 
Richard Brisson hagelin@magi.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: Sandra L Knepper <slkst29+@pitt.edu> 

Subject: Collins 75A-4 Clips 

Message-ID: <Pine.3.89.9601281023 .A18410-0100000@unixs7.cis.pitt.edu> 


I need several fuse clips that Collins used to hold down the mechanical 
filters in the 75A-4. The markings on the clip are as follows: 


Manufacturer is UNION, part number 31-60A rated at 250V 
Can anyone help me. Thank you. 


Dave, W3BIZ 
Publisher of the monthly Collins Journal 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: jlivingston@cix.compulink.co.uk (John Livingston) 
Subject: Collins CW filter info 

Message-ID: <memo.242282@cix.compulink.co.uk> 


I have a useful looking surplus Collins CW filter which I am going to 
graft into my HA-350 sometime. 

The label says "X455KF300", and part no. 526 7073 020. 

Obviously 300 Hz at 455 Khz, but does anybody know what the terminating 
impedances should be ? 

Any idea of the 6:60 dB shape factor ? 


John Livingston jlivingston@cix.compulink.co.uk 
G4FDD G-QRP 431 
+44(0)1904 794305 FAX +44(0)1904 657778 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: mshaum@cencom.net 

Subject: Collins Journal back issues or related info? 
Message-ID: <M.012896.212830.04@bloomington_20.cencom.net> 


Would anybody in BA land know if back issues of the Collins Journal are 
available? I've written to Dave, W3BJZ about this and will be looking for a 
reply. (His business card conveniently fell out of my 75A3 manual <g>). I'd be 
interested in reading anything I can find that relates to my 32V3 and 75A3. 
Maybe ER would be another good choice, but I can't get a reply from Barry about 
back issues re: availability or cost. 


If there are any good nets where I can gleam some St. James Grey insight, 
please pass along the times and frequencies! My original list of BA related 
nets is buried in the shuffle somewhere. 


Mark Shaum, NE9G 
mshaum@ns.cencom.net 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: Paul.Thekan@pgtp.varian.com (Paul Thekan) 
Subject: RE fleaspeak 

Message-ID: <199601282359.PAA20424@pstp.varian.com> 


Greetings to all 


Have enjoyed reading the comments of all concerning the 
goings on at the swaps. I 've been attending swaps now for 25 years and no 
two are ever alike. I just wanted to relate a episode that I was involved in 
a couple of years ago at the Livermore swap. 

A fellow BAr and I where walking down one of the isles 
when he spotted a WW2 Navy item he'd been looking for a long time . He ran 
up to the fellow excitedly ( not good to look to excited ) and wanted to 
know how much the seller wanted for it. the seller seeing how hyperactivated 
he was , blurted out $300!!. Yikes my companion went into convulsions... 
the item was worth maybe $125 at most. The seller did'n t even know what the 
set was and it was the only piece of electricl gear he had. The seller had 
never been to a Ham swap before and had only household items to fill out the 
rest of the stuff he had for sale . My companion tried to negotiate a lower 
and fairer price and the seller would not budge at all from the $300. He 
left flustered and upset. He needed this piece to finish up a Xmtr he had 
been working on for quite some time. 

I left him and found some other old timers who are close 
friends and lamented the this sad story to them and what could be done to 
get this fellow to knock the price down. These guys went into action! About 
5 of these guys , at seperate times , would go over to this seller and make 


some passing comment about this particular piece of gear , such as... " Gee 
whiz I used to have one of those , could'nt give it away. How much you 


asking. .$300 ...... owwwww good luck friend" next guy " I remember these in 
the Navy , not very good. After the war we used to strip em for parts. How 
much you askin...$250 ! your kidden me." and " I remember throwing this 


kind of stuff over the side of our ship before coming back to port at the 
end of the war. Your asking $200 ! You're jokeing." And so it went. 
My companion got it for $100. 


Thanks for the bandwidth 


73 
Paul N6FEG 


Paul Thekan - Speaking for Himself 
Paul. Thekan@pgtp.varian.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: neidich@interport.net (Michael Neidich) 

Subject: FS: MILLEN Grid Dip Meter 

Message-ID: <199601281759.MAA17202@park.interport.net> 


If you build tuned circuits, this is for you. An original 90651 with the 
coils for 1.7-300 MHz tuning. No manual, good condition. $100 ppd. or best 
offer. 

73, K2ENN 

Michael Neidich 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Sandy Blaize <70401.134@compuserve.com> 

Subject: Fuses anyone? 

Message-ID: <960128030234_70401.134_THD42-2@CompuServe. COM> 


I have a batch of NOS Bussmann "NON" fuses of various amperages. 
Would like to move them or trade them for something. Anybody interested, please 


let me know & I'll E-mail you the list. 


73, 
Sandy W5TVW 


Boat Anchors collected, restored, traded and used! 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: TEKOCH@aol.com 

Subject: Globe King 500-C Back door. 

Message-ID: <960128121914_ 129471949@mail04.mail.aol.com> 


I am looking for the back door for a Globe King 500-C or one that fits a 
standard Bud 

rack. The dimensions ar 19 3/4" by 26". I would also be interested in the 
entire rack. 


Tom Koch - WA4UOC 
8170 Habersham Waters Road 
Dunwoody, GA 30350 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: cbmbest@ix.netcom.com (Ray Dennis ) 

Subject: Heath VF-1 VFO Plate voltage 

Message-ID: <199601282201 .0AA25381@1x8.ix.netcom.com> 


I need to know the B plus required for the Heath VF-1 and would really 
like a diagram if anybody has one. Also, approx how much plate current 
does it draw, in case I need to use a dropping resistor. 


Ray WODQ 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: mshaum@cencom.net 

Subject: Help on St. James Grey finishes needed 
Message-ID: <M.012896.212824 .28@bloomington_20.cencom.net> 


Now that a long-sought 32V3 has joined my 75A3 on the operating desk, the 
Collins pair has been my rig of choice (so far!) for 1996. I'm looking for 
hints 'n kinks for maintaining the physical appearance. 


The front panels on these units are excellent. No scratches, clean and white 
silkscreening without apparent wear. What's recommended to protect the 
wrinkled paint finish and the silkscreening? 


The cabinets both could use some minor scratch touchup and I think a light 
overspray of the tops. Is there a source of the St. James grey paint that is 
available in pints or some other convenient size to allow a greater than normal 
thinning for use as an overspray, applied with an airbrush? Any other 
recommendations to freshen up the cabinets that aren't in bad enough shape to 
require a strip and full repaint? I'd be concerned in that case about 
reconstructing the original wrinkle texture. 


The only other item that I'll be seeking is a replacement dial drum scale for 
the 75A3. It's considerably more yellowed than the vernier dial, and 

definitely noticable when compared to the clean white dial and vernier on the 
'V3. Anybody making these now, hopefully in the original three color format? 


Many thanks! - Mark, NE9G 


Mark Shaum, NE9G 
mshaum@ns.cencom.net 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: Brien Pepperdine <pepperb@gov.on.ca> 

Subject: Johnson Invader - I asked about it... 

Message-ID: <Pine.OSF.3.90.960128220343 .6221B-100000@govonca2. gov.on.ca> 


For those who care or are interested - I'd asked about the EFJ Invader a 
week back - one had shown up and offered to me as a possible new member 
of the BA Tribe here. (Ranger, Viking, Navigator etc. fun names). 


The thing looks OK - and I was all ready with my Variac to do the startup 
when.... and I WAS warned - there is an external power cable that goes 
between the bolt-on power supply and the main rig chassis. No cable. 

I was told about this by BA Listers, yes, but I thought when I looked at 
the thing it was the internal cable. Not. That's something else entirely. 
So, nonetheless, I appreciate the warnings I got - just not so obvious 
right off from the pictures and such and at least know I know what 
everyone meant. 


It is a neat transmitter - obvious early 1960's styling ideas. The dial 
‘'rule' is a bit odd -7 sided (I think) wooden 'dowel' that spins on a spring 
and 

cable, a lot like a a roller-blind. Dial is intact but a bit worn/faded 


and I think would be a good winter computer graphics project to draught 
up a new one as well as a new 7 sided dowel (I am loathe to remove/glue 
over the old one). But it is readable and useable. 

Fellow had also added a power switch, I think to defeat the always 
powered-on warmed-up feature of the vfo, where the second meter of the 
kilowatt option goes. Easy to take out and put in a new piece of metal 
at that location. 


Whether it actually works at all, or part, is dependent on the cable 
resolution. I'd like it to, but if not, I am sort of tiring of long term 
projects (spring IS coming) and might return it to the vendor who GAVE it 
to me on spec. Nice way to deal. 

So, until the erstwhile vendor can either find the 9-pin ‘octal' cable 
with plug and socket or I can drum one one up at the surplus/flea market 
route, work has halted. I'd hoped the Variac would bring it up to play 
right off, but without the power cable that interconnects the p.s. and 
main transmitter chassis, no go. 


Sigh. 


Brien 
Toronto 


pepperb@gov.on.ca 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: MIKE SANDERS <ks@f@basic.net> 

Subject: Knight T-50 

Message-ID: <199601290435.WAA14135@basic.net> 


Greetings, 

There have been a few posts relating to the 1il tx that sent me 
back. It was September 1959 I had just turned 14 in August and had been 
licensed since April. Early one morning I was on 40 meters with 
the HQ100 and the T-50. My antenna was a simple dipole strung between 
the chimneys on 2 3 story buildings. 300 ohm twin lead came down the 
side of the building to the second floor window near my operating table. 
A ceramic double knife switch did the antenna changeover chores t to r. 
I had the Peterson rock in the T-50 to hug the bottom edge of the novice 
band. Everyone knew if you were close to the band edge you had to use 
a Peterson crystal to stay out of trouble. I had never worked outside 
the U.S. and was determined that morning to do just that. I called 
CQ VE CQ VE a couple times..... nothing. On the third call as I was 
tuning down below the novice segment I heard my call. Very weak but no 
mistaking it as my call. I was beginning to get pretty excited but then 
as I copied K3XBV I got a bit angry. Didnt this guy know I wanted to work 


Canada. I went back to him with the normal format 559 etc. When he came 
back to me he RRRRRR ed several times and began to send his call over 
several times VK3XB VK3XB VK SX Bix. ace dvstee ett tulad SAhre decd taut tortie canes The T-50 
had done its job. Mr Stafford (Ivor) sent me a QSL card for the contact. 
Hand made and in a first day cover envelope. Ivor hunted for novices on 
the 40 meter band and reported to the novice column in CQ magazine often. 
Knowing exactly where VK was at the time of the contact my parents and 
half the folks in neighborhood got a rude awakening. I had to yell! 

73 de KSOF 
P.S. I got a nice Globe Scout 680 or a 680A or a Chief 90 that I would 


is already here. So is VK3XB's QSL. 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: k8yah@iwaynet.iwaynet.net (Ronald A Vanke) 
Subject: Knight T-50 Transmitter 

Message-ID: <199601282232 .RAAQ8643@iwaynet.net> 


Hello: I am looking for a dead or alive Knight T-50 Transmitter. I used one 
as a Novice back in 1960. Nothing beats the glow of a 807 keyed down. I'll 
buy or trade for. 73 

Ron K8YAH 

k8yah@mailbox.iwaynet.net 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: w7ni@teleport.com (Stan Griffiths) 

Subject: Lifetime Warranties 

Message-ID: <199601281301.FAA21375@desiree.teleport.com> 


Radio Shack is not the only company to offer a "lifetime warranty". 
Tektronix did it too on their power transformers in the '50s and '60s. The 
last time I heard of anyone trying to collect on it, I also heard they were 
told that the transformer's "lifetime" was over some time ago so the 
warranty had expired. And further, "lifetime" means nine years. That is 
about the length of a reasonable "lifetime" for a piece of electronics 
equipment!! Also, now all instruments ever sold with "lifetime" warranties 
on their transformers are way over nine years old so all "lifetime" 
warranties from Tektronix have expired. 


I do not intend to push this with Tektronix since I have to maintain a good 
relationship with them, but I can provide any of you with a copy of their 
written "lifetime transformer warranty" that appeared in several of their 
catalogs in the 50's and 60's in case you want to have some fun with it. I 


bet you don't get a replacement transformer from them . . . regardless of 
what their warranty said. 


Stan W7NI@teleport.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Henry van Cleef <vancleef@bga.com> 

Subject: Re: Lifetime Warranties 

Message-ID: <199601281814 .MAA27049@zoom.bga.com> 


As Stan Griffiths said 


Tektronix did it too on their power transformers in the '50s and '60s. The 
last time I heard of anyone trying to collect on it, I also heard they were 
told that the transformer's "lifetime" was over some time ago so the 
warranty had expired. And further, "lifetime" means nine years. That is 
about the length of a reasonable "lifetime" for a piece of electronics 
equipment! ! 

Harrumph! Kaff! Fapp! I just did a quick inventory of the electronics 

around my place. Most of the "modern" stuff is over nine years old. 

My "modern" audio amplifier is 16, along with most of the stuff in that 
system (tape decks, filters, etc). Exceptions are the speakers which 

are more like 30 and the CD player, which is coming up 10. I have and 

AT&T Unix PC that just turned 10, and my mother is using my old AST 286 
system, which is also 10 this year. The Hammarlund HQ-150 receiver, 

which I bought from the estate of the original owner, is 100% original 

except for a few tubes, and turns 40 this year. 


VV VV VV MV 


A lot of the Tek stuff that has come my way as "electronic junk" has 
enough calibration stickers and markings on it that I can tell how long 
it was used. The 533A had it's CRT replaced when it was 12 years old, 
and it was kept in calibration and service another 2 years. Some 
plug-ins appear to have been in service nearly 20 years. Most of this 
stuff is ex-gov. agency---either military or NASA---and appears to have 
been kept in calibration for around 15 years. From what I can see, 
most of this iron was in daily use for 8-10 years, then spent more of 
its time sitting on the shelf. 


I recall, that when I was at Raytheon, I got pulled in on a big pow-wow 
about what to do with all the Equipment Division electronic junk in the 
North Dighton test equipment pool. The old soldiers in the division 
had all gravitated down there---it was a 425,000 sq. foot mill building 
full of nooks and crannies, and fun to explore. Plenty of space to 
hide derelict iron, so that's where it went. Anyway, we inventoried 
the stuff, and had things like 514 scopes from the early fifties. A 
lot of this stuff was US gov't property (i.e., bought on contract 


funds), and there was a big negotiation going on about what to do with 

this iron, because we were about to close this plant. This would have 

been about 1972. Plenty of sick selenium rectifiers, flat CRT's, and 

cooked power transformers. As I recall, even then, there was a lot of 
hassle over that "lifetime" warranty. I've forgotten how it turned 

out, but I don't recall seeing any pallets with replacement Tek power 
transformers on the receiving dock, even though some of these dead 

soljers were supposedly covered by it. I've forgotten some of the 

details, but remember that all this iron ended up being put up for 

auction "as-is," and some people paid some pretty good money for some 

pretty sick equipment. So just how "lifetime" that warranty ever was, 

in practice, I'm not so sure. 

> 

> I do not intend to push this with Tektronix since I have to maintain a good 
relationship with them, but I can provide any of you with a copy of their 
written "lifetime transformer warranty" that appeared in several of their 
catalogs in the 50's and 60's in case you want to have some fun with it. I 
bet you don't get a replacement transformer from them . . . regardless of 
what their warranty said. 


VV VV VV 


Tek had their own in-house transformer shop after the mid-1950's, and 
my recollection is that the "lifetime warranty" applied to transformers 
wound in-house. The costs of supplying free replacements, when you've 
got the manufacturing capability in-house, and when you've got the 
original production process data in the files, is modest, if original 
quality means that failures are going to be well below 1%. Probably 
nobody envisioned that the Tek scopes being built ca. 1960 would be in 
service for 15 years in the hands of the original owners, or out there 
in the used equipment market 35 years later. To 1960, 15 years was 
1945, and 35 years was 1925. Remember that Tektronix didn't exist 
until 1947, and still had several of its original employees into the 
1960's. In retrospect, Tek would have been wiser, and met its 
marketing objectives, by putting a 10 or 15 year warranty on the 
transformers. 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKK 


Hank van Cleef vancleef@bga.com vancleef@tmn.com 
KKK KKK KKK KKK KKK KKK KKK KK KKK KKK KKK KKK KKK KAKA KKK KAKA 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: Jeffrey Herman <jherman@hawaii.edu> 

Subject: Re: Long life tubes 

Message-ID: <Pine.SV4.3.91.960128071054 .5891A-100000@uhunix3> 


Well, as a young pup fresh out of high school in '72, I worked at 


the Radio Shack store in San Clemente, CA, and cheerfully gave 
out new tubes to those who brought in deceased "Lifetime Warranty 
ones. No questions asked - not even a receipt written up. 


We had quite a collection of tubes behind the counter. If I knew 
then how scarce they would become I would have started my own 
collection... =:0 


Jeff NH6IL (WA6QIJ back then) 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: Sandy Blaize <70401.134@compuserve.com> 

Subject: Re: Long Life Tubes 

Message-ID: <960128192903_70401.134_THD88-2@CompuServe.COM> 


Eimac has had a very good reputation with the "older" type tubes: 
4-65, 4-125, 4-250, 4-400 etc. The 3-400, 3-500 and 3-1000 as well. They seem 
to 
stand up to all sorts of abuse and still work. The newer ceramic type tubes are 


very good but can't stand high screen currents and lack of airflow! They fail 
prematurely with excess drive as well. Anybody that has had a 3-500Z amplifier 
will 

attest to the fact that you have to work at it to destroy them! I have a Henry 
2K-2 

with it's original tubes (3-400Z's) They have been used and abused but they 
seem to 


be like the Energizer bunny................06. they just keep going! (I have 4 
spares still just in case!) 
73, 


Sandy W5TVW 


Boat Anchors collected, restored, traded and used! 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: stever@cybercomm.net (Stephan Rashkin) 

Subject: Manual for Viking Adventurer Modulator 250-40 
Message-ID: <199601282355.SAAQ5642@raven.cybercomm.net> 


If anyone has a construction manual for a Johnson 

Viking Adventurer Modulator #250-40 I would 

appreciate a copy..I just aquired the modulator and 

it needs to be re-built..please let me know what you 
would like for your original or for a copy..I do have the 
schematic, but would like the full manual.. 


Thanks 73, 
Steve, WA2NHZ 


KAKA KKKKK KKK AK AK AK AK AK KKK KKK KI KKEKIEK AKER AKER AK EKEKEKRKKE KEK 
Looking for: 1. Johnson VF-122 VFO 
2. Johnson 250-40 screen modulator 


Steve Rashkin, WA2NHZ 
Howell, New Jersey 


E-mail: stever@raven.cybercom.com 


KKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: David Stinson <72227.1640@compuserve.com> 

Subject: Re: Meters go to War 

Message-ID: <960128181046_72227 .1640_EHM64-2@CompuServe. COM> 


Michael Sullivan ses michaels@kc2kj.k2nesoft.com wrote: 
>of lots of meters with the headline "Your Meters Go To War"! 


In my collection is an olive drab cardboard box from GE with a 
Q-1 amp RF meter in it. Inside is a placard depicting little soldiers 
with meters for faces, charging the fearsome Nippon warriors 
on foot and in a jeep. The heading on the placard reads: 
"Your meters go to War!" 


Neat.. 
73 DE Dave Stinson AB5S/7 
72227 .1640@compuserve.com 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: enzers@dmci.net (Steve Enzer) 

Subject: Need info on BC-148 

Message-ID: <310bc9cd.123019690198.109.130.33> 


I recently acquired a BC-148 Radio Receiver and Transmitter. Military 
electronics is outside of my normal collecting interests (which are 
primarily 1920-1930 era broadcast receivers), so I don't know much 
about this set. 


It is in good condition with the original brief instructions and 
schematic and all tubes, but is missing antenna, headset, key, and the 
transmitter power supply. 


If anyone can point me to a source of information of this set, I would 
really appreciate it. Even basic info such as the time period it was 
used would be helpful. 


Also, if anyone knows where I can get a key for this set, I'd be 
grateful. 


Thanks, 
Steve Enzer 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: john <johnmb@nando.net> 

Subject: New Pics in Web Page. 

Message-ID: <9601281616.AA19620@merlin.nando.net> 


For those interested, there are new pics available in the 
Boatanchor Web Page. I've just pulled 2.5Mb of NA4G's pics 
from Conards FTP site, and will get them matched up with 

BA Bob's text today... if all goes well, they'll be available 
later this afternoon. Staff Level Boatist KDACPL's scans are 
in there now, should you wish to take a peek.:-) 


The URL is in my .sig block... 


John Brewer johnmb@nando.net 
WB50AU/4 AMI #24 
Vintage Gear web page: http://www. zynet.com/~johnb 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: "ROBERT W DOWNS, WA5CAB" <103012.2130@compuserve.com> 
Subject: RE: NEWSGROUPS BA 435 

Message-ID: <960128045835_103012.2130_GHU40-3@CompuServe. COM> 


Group, 


Why destroy a good thing? There are already more than a dozen of what you're 


talking about setting up out there, and there isn't a one of them worth the 
powder to blow it to hell. Channel 11 all over again. Hell No, I Won't Go! 


73, Robert Downs, WA5CAB 
CWO4 USNR (I went when it counted) 
103012 .2130@compuserve.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: Sandra L Knepper <slkst29+@pitt.edu> 

Subject: Pre-World II Collins 

Message-ID: <Pine.3.89.9601281711.A24972-0100000@unixs4.cis.pitt.edu> 


Just finished looking through some back issues of QST, specifically, 

1935 and 1936. Inside the front cover of each month it seemed as if 

a new Collins transmitter was featured. Of course, this is 60 years ago; 
however, I wonder why there are so few of these transmitters. I never 
hear of anyone talking about these sets. Even when I spoke to Dexter 
Deeley and Bruce Kelly, who are very knowledgeable in their own right, 
did not indicate that they had seen many of these fine old transmitters 
like the 30J etc. Where are they? Does anyone on Boatanchors have in 
their possession a pre-WWII Collins transmitter? 


Just curious. 
One hour and counting until Dallas meets their match - those wonderful 
Pittsburgh Steelers - GO STEELERS. 


Dave, W3BIZ 
Publisher of the monthly Collins Journal 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: Nina West <ninaw@u.washington.edu> 

Subject: Proper glow for OB2 

Message-ID: <Pine.A32.3.91].960128072642 .26485A-100000@homer24.u.washington.edu> 


I powered up my AN/URR-13A and noticed that the OB2 has a bright orange-red 
glow. The other voltage regulator, an OA2, had a jumpy purple glow but 
settled down to the normal purple I see in OA2's in my R-388 and SP-600. 
This was the first time in XX years this unit had been powered up, but I 
get 180 VDC at the test point marked 180 VDC (although it does zoom up to 
240 VDC for a few seconds) and a crackle of static on the audio. 


My question is: Is this a normal color for an OB2 and and do these tubes 
fail gracefully? Both the OA2 and OB2 have the radioactive warning symbol. 


thanks 

Fred Powell 

c/o 
ninaw@u.washington.edu 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Sandy Blaize <70401.134@compuserve.com> 

Subject: Proper glow for OB2 

Message-ID: <960128192859_70401.134_THD88-1@CompuServe.COM> 


The color of the ionization depends on the gas used in the tubes. The gas 
characteristic 

also has control of the voltage the tube runs at. The principal gases used are 
neon 

and argon mixed with others. The neon ones exibit the red-orange glow and argon 
ones 

the purple glow. A tiny microscopic bit of radio-isotope is usually added to 
make the 

tubes strike more easier and uniformly. Most "glow-discharge" tubes and lamps 
have 

a trace of radioactive isotope in them. Nothing to be alarmed about as it would 
take 

thousands or millions to be any kind of a hazard at all. Precautions in 
handling these 

are: Ifa tube is broken, don't breath the dust. Don't cut yourself with the 
broken 

glass bits or handle the broken parts with cut on your hands. (I use a damp 
paper towel) 

Wash your hands throughly when finished disposing of the pieces. 

The hazard here is in ingesting or breathing in dust that may harbor Alpha 
emitting 

isotopes. These are almost harmless outside one's body, but have effects when 
inside! 

It's just a common sense thing, really. Anyway, that's what the "radioactive" 
labels are for! 

73, 

Sandy W5TVW 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: jlyle@netcom.com (Jim Lyle) 

Subject: Radiotron Designer's Handbook for sale 
Message-ID: <199601280813 .AAA27132@netcom14.netcom. com> 


Hello; 


I recently acquired what appears to be the entire engineering library 
of a Mr. Frank W. Sowers, who seems to have worked at the Vultee Aircraft 
Company (doing aeronautical radio, radar, and directional radio work), 
then later at the Philco Television Lab. I'm still cataloging all the 
books, and am amazed at what I've found so far. I don't suppose anyone 
here knows anything about Mr. Sowers? 


As I delve deeper into this collection, I may offer various volumes 
for sale, especially if I find duplicates of books I already have. Stay 
tuned. In the meantime, I DO now have a duplicate Radiotron Designer's 
Handbook (4th edition). This one is in excellent condition, and I'll 
sell it to the best offer I get over $40 (plus shipping). Please email 
me directly if interested (as I am not currently reading the boatanchors 
email traffic). 


Jim Lyle jlyle@netcom.COM 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: john <johnmb@nando.net> 

Subject: Receiver interconnect 

Message-ID: <9601281330.AA26209@merlin.nando.net> 


Jim Lockwoods approach to receiver interconnect sounds promising... 
and while Im planning my next installation, I'd appreciate hearing of 
others active receiver interconnect solutions. Are there any homebrew 
couplers in the literature anywhere? 


John Brewer johnmb@nando.net 
WB50AU/4 AMI #24 
Vintage Gear web page: http://www. zynet.com/~johnb 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: jlivingston@cix.compulink.co.uk (John Livingston) 
Subject: Receiver interconnect 

Message-ID: <memo.242280@cix.compulink.co.uk> 


There was a useful article on the parallel connection of receivers to one 
antenna in the August 1975 "Radio Communication" (RSGB - UK). The general 
point made was that transistorised distribution amps were very prone to 
intermodulation, and liable to be zapped by any nearby thunderstorm. The 
approach taken was to use cathode followers, one per receiver, and after 
trying (unsuccessfully) normal RX type tubes, the author ended up using 
triode connected 807s (honestly - this is no wind up !) 

Apparently an 807 running at 50mA/300V on the anode gave the right sort 
of dynamic range, and added noise was not a problem. 


I guess any spare transmitting tube would be OK, and it seems to be in 
the spirit of boatanchorism. Just imagine a string of 3-1000Zs for this - 
heating and shack lighting at the same time. 


John Livingston jlivingston@cix.compulink.co.uk 
G4FDD G-QRP 431 
+44(0)1904 794305 FAX +44(0)1904 657778 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Bill VanAlstyne <bill@starquest.com> 

Subject: Sparky's Home page URL correction 

Message-ID: <2.2.32.19960128191421 .0036de84@cruz.com> 


At 09:08 AM 1/27/96 -0600, Dick Dillman wrote: 

> 

>Sparky's home page. Recommended. Skyking sez check it out. 
> 

> http://www. rampages.onramp.net/~rangerj/ 

> 


This URL appears to be incorrect. Omit the "www" for this URL and it will 
work. Go to: 


http: //rampages.onramp.net/~rangerj/ 
..and all will be well. :) 


Bill N6FN 
bill@starquest.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Re: Sparky's Home page URL correction 
Message-ID: <79809.ddillman@igc.apc.org> 


On Sun, 28 Jan 1996 13:15:11 -0600 (CST), 
Bill VanAlstyne <bill@starquest.com> wrote: 


>This URL appears to be incorrect. Omit the "www" for this URL and it will 
>work. Go to: 

> 
> http: //rampages.onramp.net/~rangerj/ 
> 

>..and all will be well. :) 

Thanks for the correction, Bill. 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: rs@ham.island.net (Robert Smits) 

Subject: Swantenna 55B Motor needed. 

Message-ID: <012896134448Rnf£0.79b6@ham.island.net> 


I have an old Swan mobile antenna that covers from 3.5 - 10 metres, the 
Swantenna 55B. 


The shaft coming out of the gearbox appears to have stripped internally, 
and there is no longer any drive from the motor shaft to the pulley that 
drives the cable that moves the shorting rod up and down in the coil 
assembly. 


Can anyone suggest a source for this motor/gearbox assembly? 


Thanks, Bob, VE7HS 


rs@ham.island.net 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: "Christopher A. Bowne" <radiobwn@q.continuum.net> 
Subject: RE: Swantenna 55B Motor needed. 

Message-ID: <199601290135.UAA04169@q.continuum.net> 


Can anyone suggest a source for this motor/gearbox assembly? 
Thanks, Bob, VE7HS 


If you cannot find the exact replacement, you might consider 

adapting a Delco power seat motor/gearbox. They are used in the US 

First High School Robotics competition as positioners for arms, etc. They are low 
speed, reversible, and can transmit a lot of torque. They are also, not 
surprisingly, 12 volt motors, which is ideal for your application. The output 
shaft is offset 90 degrees from the motor shaft, and takes a nominal 3/16" or 
1/4" square shaft inserted into it. The robotics kits were supplied with flex 
cables, similar to ARC-5 receiver remote tuning cables, with the ends compressed 
to form the square shaft to mate with the motor output shaft hole. 


When I helped my son's team last year in the competition, the thought 
struck me that the seat motors would make great antenna tuner roller inductor 
or tuning capacitor drives. 


Let me know if this was of any help. 
73, 


Chris Bowne, AJ1G 
Stonington, CT 


radiobwn@q.continuum.net 
AMI No. 211 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: RE: Swantenna 55B Motor needed. 

Message-ID: <Pine.ULT.3.91.960128204917 .19892A-100000@admin. aurora. edu> 


On Sun, 28 Jan 1996, Christopher A. Bowne wrote: 


> If you cannot find the exact replacement, you might consider 
> adapting a Delco power seat motor/gearbox. 


Don't know what exactly the 55B is, but speaking of motors, another 
possibility for remote tuning is a windshield wiper motor. These are 
also geared down, may be cheaper, and usually easier to remove if you 
have to fet it out of a junked vehicle yourself. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: Re: SWL Antenna Questions 

Message-ID: <199601281617 .KAA18128@uro.theporch. com> 


> When I get a Round Tuit, I'll reconfigure the distribution amplifier to 
> drive even more receivers. What I'll do is use two of the video channel 


Excuse the reference to another non-glowing device, but ICE 
manufactures both 2-output and 4-output multiple receive splitters, 
supposedly good to 50MHz. I've been thinking about trying these 
myself to tie the multiple BA's to my one and only antenna and dump 
the switch. Price isn't too bad, either -- about $50 for the 
4-channel box. 


Grant/NQ5T 


Grant Youngman -- NQ5T 
nq5t@gte.net 


WANTED: Hammarlund SPC-10 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: John Kolb <jlkolb@cts.com> 

Subject: Re: SWL Antenna Questions 

Message-ID: <Pine.SC0O.3.91.960128130517 .25335A-100000@sd.cts.com> 


On Sat, 27 Jan 1996, Jim Lockwood wrote: 

>>2. Is there some way to feed multiple 50 ohm BA's from a single antenna? 
What a timely question. Read on and you'll see why. 

First off, I bought a Radio Shack Audio/Video 3-Way Distribution Amplifier 
(Catalog #15-1103). 

I swept the video channel and found that it would operate well beyond 30MHz. 


For grins, I also swept the two audio channels and found that they, too, 
will operate beyond 30MHz!!! 


VVVVV VV VV 


Neat find -- the question becomes what is the input noise figure, 
particularly in the audio channels? 


Looks like this is a subject of general interest. 


For receive only, I have a active antenna on the roof, and 
at the power amplifier box at the receiver end of the coax, 
I followed it with a 1 input 4 output hybrid coupler. The 
hybrid induces a 12 db loss, so needs to be preceeded by 
some sort of preamp or preselector. 


A circuit for a 4 to 1 hybrid coupler can be found on page 135 of 
"Practical RF Design Manual" by Doug DeMaw. 


A hybrid coupler is a circuit consisting of resistors, and 
small RF transformars wound on ferrite cores. A perfect hybrid 
would divide a signal applied to the input equally among 

all outputs, and a signal applied to an output would go only 
to the input, but would not appear at any other output. 

(O£ course, this is if the input is properly terminated - 

if there is a mismatch, any reflection in the input source 
becomes an input to the hybrid, and thus divided among 

the outputs.) Changes to one output, even shorting it to 
ground, have very little affect on other outputs. 


I found a new use for my coupler last nite. Testing some 
found xtals in my R4-B, I got the preselector mis-tuned, 
and was picking up WWV with a dial setting of 120 kHz, 
instead of the 000 expected. Wanting to know which WWV 
freq this was, rather than disconnect the rx from the 
antenna system and connect to a sig gen, I plugged the 
sig gen directly into another of the hybrid outputs and 
cranked up the level. Tuned the sig gen to 5.000 MHz, 
and there it was, beating with the received WWV signal. 
It's convenient to receive both signals at once for this 
sort of testing. (Found I had to crank up the sig gen 
output 18 db to get the same S meter reading as with 

a direct connection. Testing a hybrid with a 50 ohm 

load on the input, I had 40+ db isolation, so my antenna 
output isn't exactly 50 ohms.) 


Give ma a snail mail address, and I can send you directions 
and 4 ferrite cores to make a hybrid with. (limited to the 
first 7 or so responses - the junk box isn't unlimited) 

Or, for $150.00 cash or trade, I could manafacturer a 
gen-u-wine KRS AA-4, 4 output active antenna for you. 


BTW, 4-4.5 MHz band xtals for the R4-B available, as 
well as 455 kHz for BFO's or Xtal filter repair. 


73's 


John Kolb KK6IL jlkolb@cts.com 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: merrigan@ee.ualberta.ca 

Subject: SWL Antenna Questions, BA Couplers 

Message-ID: <199601282133.PAA26689@uro.theporch. com> 


In <199601281617.KAA18128@uro.theporch.com>, on 01/28/96 at 10:21 AM, 
"Grant Youngman" <nq5t@gte.net> said: 


>> When I get a Round Tuit, I'll reconfigure the distribution amplifier to 
>> drive even more receivers. What I'll do is use two of the video channel 


There are several models of surplus antenna coupler which work quite well 
for HF shortwave reception. Of the BA variety there is the CU-872: 2-32 
MHz, 8 outputs, uses 6922 twin triodes (which are a bit expensive), but 
works very well. I have had several of them over the years. The CU-872 
uses Type N connectors, but you can get a type N to BNC adapter 
(UG-201A/U) . 


There are a some solid state varieties: CU-1638: 2-32 MHz, 6 output, 
again uses Type N connectors. The CU-1099: 2-32 MHz ,8 outputs, BNC 
connectors. CU-1388: 2-32 Mhz, 8 outputs, uses TYPE C connectors. 


Of all these I can only vouch for the CU-872 (personally) and the CU-1388 
(via a friend). 


merrigan@ee.ualberta.ca 
University of Alberta 
Edmonton, Alberta 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: KA6UUP@aol.com 
Subject: SX-73\R-274 
Message-ID: <960128012910_129280212@mail02.mail.aol.com> 


Hello all, 


I am in the process of resurecting a hallicrafters sx-73 and am in need of 
the contact strip assemblies and some of the turret components. If you have a 


parts radio i would like to talk to you about my needs. 


THANKS MUCH, 
CHUCK 
KA6UUPG@AOL , COM 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 

From: "James H. Gorka" <aa8rb@net-link.net> 

Subject: Wanted: KnightKit Ocean Hopper Receiver 

Message-ID: <2.2.16.19960128201154 .345f3e46@serv01.net-link.net> 


Help! I would like to again own a Knight Ocean Hopper (3-tube receiver kit 
by Allied Radio) like the one I built as a kid. It consisted of chassis, 
grey-paper-covered cabinet, and 5 plug-in coils (for band changing). Please 
respond to: 


Sincerely: 

James H. (Jim) Gorka - ARS: AA8RB 

7914 Foxwood, Richland, MI 49083-9713 USA 
(616) 629-5442; aa8rb@net-link.net 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: stever@cybercomm.net (Stephan Rashkin) 

Subject: Re: Wanted: KnightKit Ocean Hopper Receiver 
Message-ID: <199601282234.RAAQ1436@raven.cybercomm.net> 


>Help! I would like to again own a Knight Ocean Hopper (3-tube receiver kit 
>by Allied Radio) like the one I built as a kid. It consisted of chassis, 
>grey-paper-covered cabinet, and 5 plug-in coils (for band changing). Please 
>respond to: 

> 

>Sincerely: 

>James H. (Jim) Gorka - ARS: AA8RB 


Hi Jim, 

Don't mean to tease you, but I finally found mine in mint condition... 
It has 6 coils if you count the broadcast band coil that it came with.. 
Optional coils consist of: 

155-470 kes, 79 cents 

1.65-4.1 Mcs, 65 cents 


2.90-7.3 Mcs, " 
7.0-17.5 Mcs, " 
15.5-35 Mcs, " 


The Ocean Hopper was Model Y-740, $11.95,and the cabinet 
was Y-746, $2.90 in 1958 


My dad made a carry case that everything fit into including a 
speaker, headphones. coils and roll of antenna wire..I still have 
the carry case and have everything just like it was when I was 

13 years old..I took it everywhere I knew there would be voltage 
to run it..Good luck finding yours! There out there.. 


73, 
Steve, WA2NHZ 


KAKA KKK KEK AK AK AK AK AK KK KKK KKK KI KKEKIEK AKER AKER EK IEKEKEKREKR KEK 
Looking for: 1. Johnson VF-122 VFO 
2. Johnson 250-40 screen modulator 


Steve Rashkin, WA2NHZ 
Howell, New Jersey 


E-mail: stever@raven.cybercom.com 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Sun Jan 28 22:50:48 1996 
From: cbmbest@ix.netcom.com (Ray Dennis ) 

Subject: WTB FT-243 crystals for 80 and 40 meters 
Message-ID: <199601282203 .0AAQ3898@1x5.ix.netcom.com> 


I am looking for a couple FT-243 crystals to use in an old CW rig on 80 
and/or 40 meters. Obviously, I would like to have them in the CW band, 
and prefer in the novice bands. 


wODQ 
Ray 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: n5off@w5ddl.aara.org 

Subject: WTB R-390A 16 Kcs Filter 

Message-ID: <284606@w5ddl.aara.org> 


I need a 16 Kes Mechanical filter. Anybody got a junker they want to 


part with, or perhaps an IF strip? 


73 de tom 

Reply to: 

packet n5off@k5arh.#1f£t.la.usa.noam 
Email (home) n5off%w5ddl.aara.org@usl.edu 
Email (work) tfima@chevron.com 


Lafayette, LA 
office 318-989-3430 
home 318-984-2561 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: Sandy Blaize <70401.134@compuserve.com> 

Subject: WTB: Heathkit Pwr.Supply 

Message-ID: <960128030235_70401.134_THD42-3@CompuServe.COM> 


Anybody out there have a clean or restorable Heathkit IP-17 or IP-32 
power supply for sale? Prefer the IP-17 due to space limitations here! 
73, 

Sandy W5TVW 


Boat Anchors collected, restored, traded and used! 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 
From: howellh@admin.winthrop.edu 

Subject: WWII Radios 

Message-ID: <96012722204572@admin.winthrop.edu> 


WINTHROP UNIVERSITY Electronic Mail Message 
Date: 27-Jan-1996 10:13pm EDT 
From: Haney Howell 
HOWELLH 
Dept: Mass Communication 


Tel No: 323-4534 


TO: Remote Addressee ( _smtp%"boatanchors@theporch.com" ) 


Subject: WWII Radios 


I suspect that many ham rigs met the same fate as our folk's pots and pans. 
They were collected for the war effort and left rotting in a pile. It was the 
psychology of giving to the war effort that counted more than the need for the 
item. 


For perspective, I remember sipping pink gins with Lionel Ellis, VP2LS (J6LS, 
etc.) and listening to his stoies of the radio roundup on St. Lucia. Every pi- 
ece of gear was dumped into the ocean! Ranks right up there with my memory of 
stacks of KWM-2s, S Lines, 30L-1s, etc. still in their jungle packing. Walked 
through them on my way to the bureau in Saigon each morning. I still wake up 
and curse! 


Haney no2n howellh@winthrop.edu no2n@sunbelt.net 


From boatanchors@theporch.com Sun Jan 28 13:44:54 1996 

From: kizat@bah.com 

Subject: Re: [Rovernet] (Fwd) (Fwd) Virus Alert !! 

Message-ID: <Pine.SUN.3.91.960127233925 .29958B-100000@bo0z. bah. com> 


This is getting OLD. Find something better to do. 
This one and others crap up about every six months 
as being "the real thing". 


On Thu, 25 Jan 1996 rovernet@ganglion.anes.med.umich.edu wrote: 

> Kk ALERT * ALERT * ALERT * ALERT * ALERT * ALERT *xx%x%x*xxkkkKKKKK 
> NO ANTIVIRUS IS KNOWED AT THE MOMENT ! 4 PEOPLE INFECTED IN MY CITY VICENZA 
> >>> Internet. If you receive an e-mail message with the subject 

> >>> line "Good Times", DO NOT read the message, DELETE it 


